
Spa Cover Measuring Guide Tape measure
Carpenter’s square 
Pencil and paper

You Will Need:
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What should you measure? The cover or the spa?
This is the most common question we hear from customers ordering replacement spa covers. If your current spa cover fits perfectly, use its dimensions for your 
replacement cover. If your spa cover is damaged, warped, or never fit right to begin with, use your spa as a measuring guide. If you use your spa to take  
measurements, be sure to measure from the outsides of the cabinet.

Taking Measurements
The diagram below illustrates the three common spa installation types:  spa cabinets with no rail, spa cabinets with a rail, and in-ground spas. Use it to determine 
how to take your measurements. The diagrams below illustrate the three common spa installation types: spa cabinets with no rails, spa cabinets with a rail, and 
in-ground spas. Use these diagrams if you are using your spa as a measuring guide for your new cover.

• 
• 
• 

For spa cabinets with no rails:
Measure from the widest point of the acrylic shell

For spa cabinets with a rail:
Measure from the widest points of the rails

For in-ground spas:
Measure from the widest points of the spa on the 
patio or deck

Disclaimer
We guarantee that your cover will be manufactured to within 1” of the measurements you provide. While we double-check every order for accuracy in order to 
catch mistakes before the cover leaves our care, we can’t guarantee the cover will fit your spa unless you make sure to follow our measuring instructions carefully 
and review the measurements you send to us. If there are any problems with your order or your new spa cover, please contact us immediately so that we can 
address the issue promptly.



Dimension A: ___________

Dimension B: ___________

Dimension A: ___________    Dimension C: ___________

Dimension B: ___________

Dimension A: ___________

Dimension B: ___________

Place the carpenter’s square at the corner of the spa 
cover so that the corner of the square lines up with 
the corner of the cover. Measure from the 90° point 
of the square to where the curve of the spa cover 
begins.  

You can use a traditional tape measure if you don’t 
have a carpenter’s square.  Extend the tape measure 
from the point at which the curve of the spa cover 
begins out to where the 90° corner would be if it 
were square.
 

(Radius measurement is not needed for this shape.)
Do you have a factory installed cover lift that  
attaches to the inside of the spa cover?

Yes: ___________    No: ___________

 

Important Note:
In ninety percent of spas, the fold of the 
cover cuts the longest dimension in half.  
Because this is not always the case, we try 
to eliminate potential confusion by asking 
our customers to always label “A” as the  
side that is cut in half by the fold of the  
spa cover.  

Strap Length

Measuring Sides
Next, we’re going to ask you to take measurements of two sides of your spa or spa cover. We’ll refer to these sides as “A” and “B.” A universal way to determine “A” is 
that the fold of the spa cover should always cut the “A” side in half.  Please be sure to enter the right measurement for “A”. 

Square or Rectangle Rounded Square or Rectangle Elliptical (Bowed) Hot Springs



Measuring the Skirt
The skirt on a spa cover protects the colored acrylic of the spa shell from sun and weather exposure. When 
skirts were first added to spa covers, they were continuous strips of fabric that ran the length of the cover. 
Now, skirts are installed in panels with seams at the corners of the cover. This ensures that the skirt doesn’t 
become caught under the cover during installation.  

To get the skirt’s dimension, measure from the bottom of the cover to the bottom of the skirt. In the event 
that a spa has a rail that protrudes from the cabinet, most customers prefer to extend the skirt past the rail. 
We recommend that the cover be wide enough to allow the skirt to hang straight down. 

Measuring the Safety Strap
There should be four safety straps on every spa cover. To get a safety strap’s dimension, measure from the 
bottom of the cover to the beginning of the plastic buckle. Don’t include the length of the buckle. 

Cover Skirt Length: ___________
If no measurement is provided, a 4” skirt length will be used.

Safety Strap Length: ___________
If no measurement is provided, 7” safety straps will be used.

Skirt Length


